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CAT 7 23AWGE U/UTP CABLE 600MHZ

Description

e Rated temperature:75 or 90 °C

Reference standard: UL Subject 444, TIA/EIA
568B.2/568C.2 & ISO / IEC 11801, IEC 61156-5
Oxygen free copper conductor

Colour-Coded Foamed PE insulation

Rip Cord (optional)

PVC or LSZH jacket

Packaging: Reel,Reel in Box
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Application

100 BASE-T4
100 BASE-TX
100VG-AnyLAN
1000Base-T
1000 BASE-TX
10G BASE-T
155 Mbps ATM

622 Mbps ATM
10G Base-T

Physical Characteristics

e POE, POE+, POE++

Construction

Number of Pairs

AWG

Conductor Dimension(mm)
Solid or Stranded;

OFC or Tinned

Insulation Material
Insulation Dimension(mm)
Number Colour

(Ring or Strip Marking)

Cross Filler

Individual Shield & Material
Outer Shield & Material

Drain Wire

Outer Jacket Material

Outer Jacket Ripcord

Overall Nominal Diameter (mm)
Operating Temp. Range

Bulk Cable Weight (KG)

Max, Recommended

Pulling Tension

Min. Bend Radius (Install)
Flame Test

Nom, Mutual Capacitance@1kHz
Max. Capacitance

Unbalance ( pF/100m)
Nominal Velocity of
Propagation

Max.Delay Skew (ns/100m)

Ultimate Breaking Strength

Max.DC Resistance
Unbalance @ 20 Deg. C
Max. Insuation Resistance
(MQ /km)

Max. Operating Voltage UL

U/UTP

4 Pair

28AWG

Per customer request
Solid

OFC

PE

Per specification reques

1.white/blue & blue

2white/orange & orange
3.white/green & green
4.white/orown & brown

No

Yes(AL-Foil)

Yes(AL-Foil)
Yes(0.4mmTC )
V/PVC E/PE,L/LSZH

Per customer request

78 mmnominal, 8.1 mmmax
-20~75C

73 kg/km, nominal

100N

N10xO.D.

CMX, CM, CMR,IEC60332-1
<5.6nF/100M

<160pF / 100M

65%

<25ns/ 100M

>400 N (90 Ibf)

<2%

5000

300V

NOTE: TYPE * (¥=V/PVC, L/LSZH, X/CM, R/CMR, E/PE)
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PN:BSCA470000-SFL (COLOR ) EX:..:BSCA470000-SFLY

INFRASTONE CAT 7 23AWG 600MHz

Electrical Characteristics(TIA/EIA-568C)

Frequency(MHz) 1 4 10 | 16 | 20 | 25 | 3125 | 625 | 100 | 150 | 200 | 250 | 300 | 600
Impedance(ohms) /100 15|10+ 15100+ 15|00+ 15100+ 15 100+ 15| 100+ 15100 + 15100 15| 100+ 22| 100+ 22| 100+ 25| 100 + 25 100+ 25
ATT(dB/100m) - | 37 | 59 | 74 | 83 | 93 | 104 | 149 | 190 | 236 | 275 | 310 | 342 | 50.1
RL(dB) - | 230 | 250 | 250 | 250 | 243 | 236 | 215 | 201 | 189 | 180 | 173 | 17.3 | 173
NEXT(dB) 780 | 780 | 780 | 780 | 780 | 780 | 780 | 755 | 724 | 698 | 67.9 | 664 | 652 | 607
PSNEXT(dB) 750 | 750 | 750 | 750 | 750 | 750 | 750 | 725 | 694 | 668 | 649 | 634 | 622 | 577
FEXT(dB) 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700 | 700
ELFEXT(dB) 780 | 780 | 740 | 699 | 680 | 660 | 641 | 581 | 540 | 505 | 480 | 460 | 445 | 384
PSELFEXT(dB) 750 | 750 | 710 | 669 | 650 | 630 | 611 | 551 | 510 | 475 | 450 | 430 | 415 | 354
TCL(dB) 400 | 340 | 300 | 280 | 270 | 260 | 251 | 220 | 200 | 182 | 170 | - - -
PD(ns/100m) — | 5520 | 5454 | 5430 | 5420 | 5412 | 5404 | 5386 | 537.6 | 5369 | 5365 | 5363 | 536.1 | 5355
SKEW(ns/100m) - | s | 5 | x5 | 25 | 5| 25 | 25 | 25| 25|25 25| 25 5
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HALOGEN-FREE, FLAME-RETARDANT (HFFR)

FOUR INDIVIDUALLY FOILED TWISTED PAIRS WITH AN
OVERALL BRAID-SHIELD

NETWORK CABLING
SOLUTIONS
2 BY INFRASTONE LLC,USA
VERY HIGH PERFORMANCE, DESIGNED TO SUPPORT
PROTOCOLS RUNNING AT UP TO IEEE 802.3AN
© 10GBPs, 1000 MBPS, sucH AS ATM 622 MBPS
AND GIGABIT ETHERNET.
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